
FLIGHT RECORD 
~te Crew - Equipage Journey - Route Record of time • Fiche de temps Other - Autre a 

j 

' 

Pilot/Copilot 
Pilote/Copilote 

Totals brought forward 
Totaux re rtes 

Date: August 21/2025 

a From • To • Up • Down 1 Air time 
De - A Oecollage Atterfssage Temps-air 

Huronla Aircraft Maintenance Inc 
20 Ed Connelly Or, Tiny, LOL 2JO 

Huronia Airport. CYEE 
705-543-9532 

1 • Annual !nspection carried out IAW CAR 625 Appendix B & C. 
-----1-~ • Sensen1ch propeller Inspected. Spinner re & re. 

• • 10 

WO#: 
Registration: 

Aircraft 
SIN: 

TTAF: 

11 

2508 --­
C--GJNN 

C172N ---
172-71973 

8080.1 

i - Compression check carried out 1. 64/80 2. 78180 3. n1ao 4. 78/80 
:--........... 1 - #1 cylinder rocker cover re & re for inspection, NFF. Gasket cracked when removed. Replaced gasket with new reusable gasket 

PIN RG-75906-SP. Boroscope inspection carried out on #1 cylinder, NFF. 
- Engine oil change not performed at this time. 

I - Engine oil filter replaced with new PIN AA48110-2. Interior of old filter checked for contaminates - none found. Added 1 qt of 
i Phillips 20W50X/C. 

----1--.....: 
I - Cleaned, gapped and tested 3 spark plugs. Replaced 5 spark plugs with new PIN UREM-40E. 
! - Magneto timing checked, minor adjustment made to LH magneto. 
' ----.......,; - Replaced worn adel clamps at engine mount with new PIN MS21919-DG8 and MS21919-DG12. 

- Replaced missing exhaust clamp hardware with new AN3 bolt and AN363-1032 nul 
- Oil filler/dipstick tube re & re. Replaced gasket with new PIN 72059 to correct oil leak. 
- Installed missing safety wire at alternator/starter bracket. 
- Main battery charged. 

: - Re-routed battery positive cable to prevent possible chafing on mount and battery box. Installed adel clamps P/N MS21919-DG12 
f and MS21919- DG4. _ 

__ ....._ - Fuel strainer inspected. Replaced seals with new PIN MS29513-138 and MS29513-111. 
- Main and nose wheels re & re. Bearings cleaned, inspected and re-greased with mobil SHC100. Tire pressure adjusted. 
- Nose oleo serviced with compressed air and greased at fittings. 

I -Shimmy damper re & re, replaced attach hardware as required. 
__ ....._I - Removed birds nest from LH wing. 

I -Replaced RH nav light bulb with new PIN A-7512-24, tested serviceable. 
- Fire extinguisher inspected, weight checked ok and gauge in green arc. ....... ~ 
- No first aid kit found in aircraft, owner notified. Owner to install first aid kil 
- Tachometer checked, within limits. 

1 - Magnetic compass swing carried out. 
1 - OM 6.1 ELT (121.5) SIN 54600 removed from aircraft with existing El T antenna. Installed new 406MHz ACK E-04 El T kit SIN 

:-..a..-
1 

050564 fn accordance with installation manual E04M revision 1.12. Registered with Canadian beacon registry. Function tested 
serviceable . 
. New Duracell CR2 lithium battery installed in EL T audio alert indicator, replacement next due August 2035. 
_ New Duracell PX28L Lithium battery installed in EL T remote switch, replacement next due August 2035. 
_ AD CF90-03R2 Muffler inspection carried out, serviceable. • 
_ AD 2011-10.09 Seat rail and roller Inspection earned out, serviceable. 
_ Ground run carried out. Engine parameters normal, no abnormalitl• noted. 
- Weight and balance amendment carried ouL 

- Aircraft gross weight 

FOR N 030 
STEER 000 030 
FOR s 210 

- New aircraft empty weight STEER 181 210 

060 

060 

240 

241 
- New aircraft useful load 

25501bs 
1567.6 lbs 
982.4 lbs C-GJNN 

E 

091 
w 

272 

- New aircraft C of G 36.43• aft of datum August 21/2025 

120 
121 
300 

302 

150 
150 
330 
331 

. 
__._.._,_ ___ .. _ 

'7he described malnte~nce has been performed In ~ ~ the_ ·applicable airworthiness requirements." 

Sign: ~. ;;;ts. -#836685 Om 
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